
Sentron Low Amp

Catalog Numbering System

Siemens Electrical Products SPEEDFAX 2000

SELECTION / APPLICATION
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Suffix part of Catalog Numbers

Sentron Low Amp
SL = US Lengths

Configuration
3 = 3Ø, 3W
4 = 3Ø, 4W
5 = 3Ø, 4W 200% Neutral

Ampere Rating
02 = 225A
04 = 400A
06 = 600A
08 = 800A�

Bus Bar Material
C = Copper
A = Aluminum

Ground
1 = Integral (Housing)
2 = Internal Bus Bar�

3 = Isolated Ground�

IP Rating
0 = IP40
3 = IP43
4 = IP54

Plug-in L Length 04 = 4´0˝
06 = 6´0˝
08 = 8´0˝
10 = 10´0˝

Feeder D Length 02 = 2´0˝
03 = 3´0˝
05 = 5´0˝
10 = 10´0˝

Elbows L Edge Up
Down

Flat Right
Left

Tees E Edge Up
Down

Flat Right
Left

Offsets F Edge Up
Down

Flat Right
Left

Combinations O Edge Up Flat Left
Edge Down Flat Left
Edge Up Flat Right
Edge Down Flat Right

Flat Left Edge Up
Flat Left Edge Down
Flat Right Edge Up
Flat Right Edge Down

End Cable T Vertical Standard
Tap Boxes Horizontal

Center Cable T B Standard
Tap Boxes

Service Heads H Tranformer 1 = 1 Phase
3 = 3 Phase

Transposition R PG = Phase & Ground
PO = Phase only
GO = Ground only

Joint Stacks Standard
Isolation

Flanged Ends E

End Closures C

EXpansion S
Sections

Reducers Fused
Non-fused

S L 4 0 2 C 1 0 P L 0 6
�� � � � � � � � �

� Copper Bus Bars only
� Copper Ground Bars only
� Copper Ground Bars only:

available in 225A–600A Aluminum Bus Bars
available in 400A–800A Copper Bus Bars only

• Standard feeder lengths shown.
For custom lengths, use the last three catalog 
number characters for length in inches, 
e.g.: 8´-11˝ feeder = SL402C10F107

• Catalog Numbers for Hangers and Flanges can be found
on page 17.


